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Specifi cation sheet – Plastic multi-port valve
Not for high purity applications. Please use specifi cation sheet "Block valve PC 50".  
Please complete this form and return it to your nearest GEMÜ offi  ce or to the address listed below!

Example: Please draw functional diagram.
Note: Please observe 

correspondence of table and 
functional diagram.

S2/ H

V2

S3/ V

V1

S1/ H

Contact (GEMÜ):
Phone:
E-Mail: 

Comment:

The technical details of each enquiry will be checked by GEMÜ.

Spigot Connection Valve seat Operator Other
Spigot no. DN Code Seat no. Operator type Control function Comment / accessories

S1 V1
S2 V2
S3 V3
S4 V4
S5 V5
S6 V6
S7 V7
S8 V8
S9 V9

S10 V10
S11 V11
S12 V12

Valve seat: V1, V2, ...

Spigot: S1, S2, ...

Preferred mounting position: Horizontal/Vertical

Flow direction (medium): 

Valve seat:

Customer:
Application:
Medium:
Medium operating pressure: min: norm: max: bar
Medium temperature: min: norm: max: °C
Ambient temperature: min: norm: max: °C

Max. operating pressure at 
max. medium temperature: bar

Material - Multi-port valve:
PVC-U, grey (Code 1)
PP-H, grey (Code G5)
PVDF (Code 20)
Other

Material - Seal:
EPDM (Code 14)
NBR (Code 2)
FPM (Code 4)
PTFE (Code 52)
Other
Certifi cates:

Special 
requirements
(e.g. cleaning, 
packacking ):

Connection + Operator:

Quantity:
Basic price:
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